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Number of
shims

Individual or spare parts

As individual or spare parts, we
supply 10 shims each in one of the
four sizes stated above 
(dimension C = 15, 23, 32 or 44 mm)
and one of the seven thicknesses.

Ordering examples:

• 10 shims each of dimension 
C = 15 mm and 0,20 mm thickness:
LASER.SHIM15X0,20

• 10 shims each of dimension 
C = 44 mm and 0,10 mm thickness:
LASER.SHIM44X0,10

• 10 shims each of dimension 
C = 23 mm and 2,00 mm thickness:
LASER.SHIM23X2,00

LASER.SHIM15X0,05 55 50 15 0,05 10 11
LASER.SHIM15X0,10 55 50 15 0,10 10 22
LASER.SHIM15X0,20 55 50 15 0,20 10 44
LASER.SHIM15X0,50 55 50 15 0,50 10 110
LASER.SHIM15X0,70 55 50 15 0,70 10 155
LASER.SHIM15X1,00 55 50 15 1,00 10 220
LASER.SHIM15X2,00 55 50 15 2,00 10 440

LASER.SHIM23X0,05 75 70 23 0,05 10 21
LASER.SHIM23X0,10 75 70 23 0,10 10 42
LASER.SHIM23X0,20 75 70 23 0,20 10 84
LASER.SHIM23X0,50 75 70 23 0,50 10 210
LASER.SHIM23X0,70 75 70 23 0,70 10 295
LASER.SHIM23X1,00 75 70 23 1,00 10 420
LASER.SHIM23X2,00 75 70 23 2,00 10 840

LASER.SHIM32X0,05 90 80 32 0,05 10 29
LASER.SHIM32X0,10 90 80 32 0,10 10 58
LASER.SHIM32X0,20 90 80 32 0,20 10 115
LASER.SHIM32X0,50 90 80 32 0,50 10 290
LASER.SHIM32X0,70 90 80 32 0,70 10 410
LASER.SHIM32X1,00 90 80 32 1,00 10 580
LASER.SHIM32X2,00 90 80 32 2,00 10 1160 

LASER.SHIM44X0,05 125 105 44 0,05 10 53
LASER.SHIM44X0,10 125 105 44 0,10 10 105
LASER.SHIM44X0,20 125 105 44 0,20 10 210
LASER.SHIM44X0,50 125 105 44 0,50 10 530
LASER.SHIM44X0,70 125 105 44 0,70 10 740
LASER.SHIM44X1,00 125 105 44 1,00 10 1050
LASER.SHIM44X2,00 125 105 44 2,00 10 2100

Ordering designation Dimensions Mass
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Individual parts and spare parts for FAG Top-Laser SHIM 
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